
LIMITED WARRANTY 
Jet-Lube (UK) Limited makes the Limited Express Warranty that at the date of delivery, this product shall be free from defects in Jet-
Lube (UK) Limited materials and workmanship. 
This limited Express Warranty is expressly in lieu of any other express or implied warranties, including any implied warranty of 
merchantability or fitness for a particular purpose, and of any other obligation on the part of Jet-Lube (UK) Limited. 
The sole remedy for breach of the Limited Express Warranty shall be the refund of the purchase price.  All other liability is negated and 
disclaimed, and Jet-Lube (UK) Limited shall not be liable for incidental or consequential damages 

                                                             
                      FOOD GRADE SILICONE 

   AEROSOL H-1                                                           

Contains no GM or nut products 

 

DESCRIPTION 
FOOD GRADE SILICONE is an excellent 
lubricant for use on processing equipment in 
all types of food and food-related industries 
where incidental food contact may occur.   
FOOD GRADE SILICONE stops sticking, 
squeaking and binding of moving parts, is an 
excellent release agent.  Will not gum or form 
unwanted residues, leaves a clear film that is 
moisture resistant, long wearing, odourless, 
non-toxic and nonstaining.  Will not melt, 
freeze or become rancid. 
 

ADVANTAGES 
 NSF H-1 Authorised  

 Non toxic 

 Safe on plastics 

 Non staining 

 Colourless/Odourless 

 Excellent release agent 
 

JET-LUBE Food Grade Silicone 

 
NSF Authorised for use in Federally 
Inspected Meat and Poultry Plants. 

 

 
FDA Regulation CRD-21-178.3570 

Incidental Food Contact 
 

 
Contains no 1:1:1 Trichloroethane, Freon TF 

or SARA Listed Ingredient 
 

 

 
APPLICATIONS 
Use on all food processing equipment where 
food contact may occur such as chutes, 
guides, conveyors, bottling machinery, slicers, 
ovens, freezers, knives, saws, etc. 
 
NB  Do not spray directly onto hot surfaces 
 

PRODUCT CHARACTERISTICS               
Service range                             -20°C to 200°C 
 
Spray Pattern, 
From 300mm distance                             25mm  
Propellant Hydrocarbon 
Solvent Type Petroleum Distillates 
Fluid Dimethylpolysiloxane 

Film Appearance Clear, Colourless Fluid 
Specific Gravity 0.75 

Flash Point >18 C (65 F) 
 

PACKAGING 
Code No. Size Container 
JA50641         12 x  340g Aerosol can 
 
 

 


